Yeacomm Smart 4G LTE Indoor WIFI6 CPE

A130

4G CAT4 150Mbps/50Mbps
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’ Overview

The 4G LTE CAT4 CPE A130 Indoor Router is a high-performance wireless communication device designed

for 3G/4G LTE networks. Supporting global 3G/4G LTE standards and frequency bands, this router delivers

CAT4 connectivity with theoretical speeds of up to 150Mbps download and 50Mbps upload.

Featuring advanced 802.11ax (Wi-Fi 6) technology with 2.4GHz capability, it efficiently supports

simultaneous connections for 10+ users. Ideal for both home and business environments, this indoor CPE

solution provides reliable, high-speed wireless broadband access with seamless internet sharing capabilities.

’ Features

WIFI6 connectivity
IEEE802.11ax

Multiple frequency bands

Work properly in most of countries

Friendly User Interface
Friendly Ul design includes NAT, Bridge,
Router mode, WEB, TR069 device

management.

4G LTE CAT4
It supports 4G LTE CAT4 network and

download/Upload speed is up to
150Mbps/50Mbps.

External Cellular Antenna

High gain 5DBi external antenna

Plug and Play
The device could automatically to access the

Internet after inserted the sim cards
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’ Appearance
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’ Application Scenarios

Live Streaming Shopping Mall
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’ Specification

Cellular feature — 4G LTE CAT 4 Version

3G/4G LTE-FDD, LTE-TDD,
data connectivity DC-HSDPA/HSPA+/HSDPA/HSUPA/ WCDMA networks.

LTE FDD: B1/B3/B5/B7/B8/B20/B28
LTE TDD: B34/B38/B39/B40/B41
WCDMA: B1/B5/B8

3G/4AG
Frequency bands

The frequency bands could be customized

LTE:

LTE FDD: Max 150Mbps (DL)/Max 50Mbps (UL)

LTE TDD: Max 130Mbps (DL)/Max 30Mbps (UL)
3G/4G Data Rates UMTS:

DC-HSDPA: Max 42Mbps (DL)

HSUPA: Max 5.76Mbps (UL)

WCDMA: Max 384Kbps (DL)/Max 384Kbps (UL)

Hardware feature ‘

LTE Modem Chipset ZX297520V3T

WIFI chipset AIC8800DW

Memory 256Mb RAM + 128Mb NOR

Interface 1* RJ45 10/100Mbps WAN/LAN ,  1*USB

.button Reset

SIM Card 3FF SIM card, Support 3V/1.8V SIM card, eSIM optional

LED status indicator PWR, LTE, WIFI

Antennas 2* Cellular external antennas, 1 * WiFi internal antenna

Peak current

Power Supply

Power Consumption

Temperature

Environment humidity
Ingress Protection
Housing

Dimensions
Installations

Weight

Max current. 0.4A/12V
5V/1A USB Charging

' Idle. Max 0.43W @12 V
Data link. Max 1.9W @12 V
Peak. Max 3.2W @12V

Operating Temperature -10~+55°C
Storage Temperature -20~+75°C

5%~95%, no condensation.
IP30
ABS Plastic shell

183x116x37mm

Desktop, mounted.

210g



WLAN

.Wireless Mode
-Wireless Speed

.Wireless Security

.Frequency Bands

WIFI transmit power

WIFI Rx Sensitivity

.Antenna

WIFI hotspot sharing

Yeacomm

¢ |[EEE 802.11AX, WIFI 6.
@ Supports 20MHz,40MHz channel bandwidth in 2.4GHz band.
4 Max bandwidth 300Mbps in 1T/1R 2.4GHz band.

. Access Point (AP), Client
'~ 300Mbps @2.4GHz

[ Supports WPA, WPA2, WPAI, WEP, TKIP encryption.

24 GHz

2.4GHz Tx power.

TX CCK, 11Mbps @ -17dBm
HT20,MCS 7 @ -16dBm
HT40,MCS 7 @ -15dBm

2.4GHz Rx sensitivity.
11Mbps:<-90dBm.
54 Mbps:<-72dBm.
HT20 MCS7:=-69dBm.

1*inner wifi antenna

Supports more than 10 users to share WIFI access to the Internet.

Software feature

Parameter settings

Dial method

Protocol

Multiple APN
System Assurance

Data Link Assurance

Firmware update

Application
development

Supports automatic detection of MNC and MCC parameters of global operators. Built-in global operator
APN, user name, password and other network parameters. At the same time, manual setting of network
parameters is supported.

After the device is powered on, the system automatically dials up to connect to the network.

Supports DHCP, HTTP, HTTPS, TR-069 (Optional) , etc.

Supports multiple APN access network.

Supports system automatic detection mechanism, automatic recovery of system abnormality or crash.
Built-in data link maintenance and self-recovery mechanism.

Supports local WebUI and remote OTA update firmware.

Supports secondary development of application functions based on our device motherboard software.
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