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Note:There may be different components and interfaces in different model,please in kind prevail.
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Chapter 1 Brief Introduction of Product

1.1General

M240 V4 Series IP MODEM is a kind of cellular terminal device that provides data transfer by
public cellular network.

It adopts high-powered industrial 32 bits CPU and embedded real time operating system. It
supports RS232 and RS485 port that can conveniently and transparently connect one device
to a cellular network, allowing you to connect to your existing serial devices with only basic
configuration. It has low power consumption design; provides 2 ADC, 3 I/O, be compatible
digital 1/0 channel, ADC, input pulse counter and pulse wave output function.

It has been widely used on M2M fields, such as intelligent transportation, smart grid, industrial
automation, telemetry, finance, POS, water supply, environment protection, post, weather, and
so on. Typical application topology is showed in Figure 1-1.

25G3G # .
R ; N
4G LTE 4 @
- S g S

Firewall Server Manager
Group Server

Municipal sector

Agriculture

Figure 1-1 IP MODEM Application Topology
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1.2 Features and Benefits

Design for Industrial Application

L 4
L 4
L 4

*
*

High-powered industrial cellular module

High-powered industrial 32 bits CPU

Support low power consumption mode, including multi-sleep and trigger modes to reduce
the power consumption

Housing: iron, providing IP30 protection.

Power range: DC 5~36V

Stability and Reliability

*
*

L R 2R R 2

Support hardware and software WDT

Support auto recovery mechanism, including online detect, auto redial when offline to
make it always online

RS232/RS485 port: 15KV ESD protection

SIM/UIM port: 15KV ESD protection

Power port: reverse-voltage and overvoltage protection

Antenna port: lightning protection(optional)

Standard and Convenience

*
*

L 2R 2R 2R R 2

Adopt terminal block interface, convenient for industrial application

Support standard RS232 and RS485(RS422 optional) port that can connect to serial
devices directly

TTL logic level RS232 interface can be customized

Support intellectual mode, enter communication state automatically when powered
Provide management software for remote management

Support several work modes

Convenient configuration and maintenance interface

High-performance

*
*
*

L 2R 2R 2R R 2

Support TCP server and support multi TCP client connection(optional)

Support double data centers, one main and another backup

Supply 5 I/0O channels, support 3 digital input/output(can customize to be pulse counting)
and 2 ADC channels (4~20mA current input, can customize to support voltage input).
Support multi data centers and it can support 5 data centers at the same time

Support multi online trigger ways, including SMS, ring and data

Support domain name and IP address as data center

Design with standard TCP/IP protocol stack

Support private APN
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1.3 Working Principle

The principle chart of the IP MODEM is showed in Figure 1-2:

SRAM&
FLASH : : MCU <——>| RTC Module
Indicator <—=>| WDT Module
Lights N ﬁ ﬁ
RS232/RS485/RS422 Cellular K——>|  Antenna
Module Module
<—> SIM/UM
ﬁ Interface
User Interface » Power Module

Figure 1-2 |IP MODEM Principle Chart

1.4 Specifications

Hardware System

ltem Content
CPU Industrial 32 bits CPU
FLASH 1MB
SRAM 256KB
ADC 12-bit
Interface
ltem Content
Serial 1 RS232 and 1 RS485, 15KV ESD protection.
Data bits: 5, 6,7, 8
Stop bits: 1, 1.5, 2
Parity: none, even, odd, space, mark
Baud rate: 1200~230400 bps
Indicator "Power", "ACT", "Online"
Antenna Cellular: Standard SMA female interface, 50 ohm
Lighting protection(optional)
SIM/UIM Standard 3V/1.8V user card interface, 15KV ESD protection
Power Terminal block interface, reverse-voltage and overvoltage protection

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
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SIM/UIM

Note:There may be different components and interfaces in different model,please in kind

.l,

Terminal

@—> Antenna

Interface

prevail.

Power Input

ltem Content
Standard DC 12V/0.5A
Power Range DC 5~36V

Power Consumption ( Communication power consumption differs from different

modules)

Working Status

Power Consumption

Communication | 20~80mA@12VDC
Standby 15~30 mA@12VDC
Sleep TMA@12VDC

Physical Characteristics

ltem Content
Housing Iron, providing IP30 protection
Size 91x58.5x22 mm (Antenna and Accessories are not included)
Weight 205¢g
Others
Item Content
Operating -35~+75°C (-22~+167°F)
Temperature
Storage -40~+85°C (-40~+185°F)
Temperature
Operating 95%( Non-condensing)
Humidity
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Chapter 2 Installation Introduction

2.1 General

The IP MODEM must be installed correctly to make it work properly.
Warning: Forbid to install the IP MODEM when powered!

2.2 Encasement List

Name Quantity Remark
IP MODEM host
Cellular Antenna

Power adapter
RS232 data cable
Manual CD
Certification card

(Or RS485 cable)

(RSN N SN R G RN N

Maintenance card 1

2.3 Installation and Cable Connection

Dimension: (unit: mm)

2y
4 28
@3 Ea
.o of|—
q%i. Ol |35 25
0 ol |1—
28
58. 5 N

Installation of SIM/UIM card
Firstly power off the IP MODEM, and press the button of the SIM/UIM card outlet with a needle
object. Then the SIM/UIM card sheath will flick out at once. Put SIM/UIM card into the card

10 /
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sheath (Pay attention to put the side which has metal point outside), and insert card sheath
back to the SIM/UIM card outlet.

Warning: Forbid to install SIM/UIM card when powered!

Installation of antenna

Screw the SMA male pin of the antenna to the female SMA outlet of the IP MODEM tightly.

Warning: The antenna must be screwed tightly, or the signal quality of antenna will be

influenced!

User Interface Signal Definition

Pin NO. Name Function Extensible Function
1 PWR Power input N/A
anode

2 GND Power Ground N/A

3 GND System Ground N/A

4 RX RS232 RX N/A

5 X RS232 TX N/A

6 A RS485 anode N/A

7 B RS485 cathode N/A

8 101 GPIO Reserved compatible pulse
wave input counter, ADC, and
pulse output

9 102 GPIO Reserved compatible pulse
wave input counter, ADC, and
pulse output

10 103 GPIO Reserved compatible pulse
wave input counter, ADC, and
pulse output

11 |04 /ADC1 | ADC N/A

12 IO5/ADC2 | ADC N/A

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
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Installation of cable
M240 V4 adopts industrial terminal block interface, the recommendatory cable is 28-16AWG.
Adapter (Rating Output 12VDC/0.5A)

Cable Color Power Output Polarity
Black&White Anode
Black(with letters) Cathode
RS232 Cable
Cable Color DB9-M Pin Number
Brown Pin 2
Blue Pin 3
Black Pin 5
RS485 Cable(optional)
Cable Color Signal definition
Red RS485(A)
Black RS485(B)

Power adapter and communication cable connection

RS232 RS485

PWR 1 + Power + PWR 1 + Power +
GND 2 - Power - GND 2 - Power -
GND 3 GND 3

RX 4 K 1 RX 4

X 5 \r 2 RX TX 5

A 6 3 TX A 6

B 7 4 B 7

101 8 5 GND 101 8 \ A

02 9 6 02 9 B

103 10 7 103 10
apct U 8 apct 1
ADC2 12 9 ADC2 12 User

M240 V4 User(DB9 M240 V4

male)
2.4 Power

The power range of the IP MODEM is DC 5~36V
We recommend user to use the standard DC 12V/0.5A power adaptor.
Warning: When we use other power, we should make sure that the power can supply power
above 6W.(Ripple is less than 300mV, and ensure that the instantaneous voltage does not
exceed 36V)
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2.5 Indicator Lights Introduction

The IP MODEM provides three indicator lights: “Power”, “ACT”, “Online”.

Indicator Status Introduction

Power off IP MODEM is powered off
on IP MODEM is powered on

ACT off No data communication
Blink Data is communicating

Online off IP MODEM hasn’t logged on network
on IP MODEM has logged on network

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
Web: www. yifanwireless. com
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Chapter 3 Configuration

3.1 Connection

Before configuration, It's necessary to connect the IP MODEM with the PC by the shipped
RS232 or RS232-485 conversion cable as following.

Power Adapter PC

3.2 Configuration Introduction

There are two ways to configure the IP MODEM:

Configuration software tool:

All the settings are configured through the shipped software tool.
I's necessary to have one PC to run this tool.

Extended AT command:

All the settings are configured through AT command, so any device with serial port can
configure it.

Before configuration with extended AT command, you should make IP MODEM enter
configure state.

The steps how to make IP MODEM enter configure state, please refer to appendix.

The following describes how to configure IP MODEM with the configure software tool. At the
same time, it gives out the corresponding AT command of each configuration item.

14 /
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3.3 IP Modem’s Parameters Configuration

There are data settings in HEX format in the parameters,
for the HEX format, the data must be hexadecimal characters, and the number of characters
cannot be an odd number.
For example, "12AB" is in the correct format
"12A" format error, the number of characters is odd
"12G" format error, non-hexadecimal character

3.3.1 Run the Configure Tools

Serial Help

Lo Fom =) BandRate]| 15200 -
Check  BHI v Open o

Log information

The “Serial” area shows the current serial port settings.

To configure IP MODEM, please choose the correct serial port which connects to IP MODEM,
and the baud-rate is 115200 with no parity, then open the serial port. If the button text is“Close”,
it shows the serial port now has been opened.

If the text is “Open”, you should open the port first.

When the port opened, the “Output Info” column will display:

“Port(COM1) Has Opened, Please Re-Power the IP MODEM,
Waiting IP MODEM Enter Configure State...”

15/
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3.3.2 Re-Power IP Modem

Serial

Con oMt [=]
Check  8H1 [=]

Log information

DI03 workmode
II03 interface

II03 SMS munber:

103 reported methods
II03 protecel:

II03 reported times:

The D103 data format
II03 query cenmand:

DIO3 high lewel information:

DI03 Llow lewel information
DIO3 output contrel result
II03 and mapping center
DI03 upper thresheld

DIO3 Llower thresheld

ADCL workmode:

Mebus worlmeds

Mobus address

sms Phonel Ho

=mz PhoneZ No

sms Phone3 Ho

sms Phoned Fo

mz PhoneS No

sms hex

sms backup funetion:

Show Phons HO:

Encede Hex SM3

Dtu No Receive Time:

Grps disconnet To Trigger Mode:

5 pazsword
5 10

Ensble VIP Leg o
0K

BaudRate {15200

Close

Clear

—soooo

12345676901
12345675901
12345875801
12345676901
12345678901
o

cooo

]
123458
abedefze

=]

Configure

WorkMade Data Center SerialFort

Protocol

Protocel PROT ~|
DeviceID [T4B5T3T4
Transfer Meaning Yes - |

Trigger Settim

Trigzer Type lute - |

Debug

Debug Level Lewsel 1 ~|

WriteFaram

- fuit Import

ReadFaram

Expert

/0

Dial

Fhone Ha. | 13912345673

Debug Fort COML -

Readleg

CheclfCard

Factory QuaryVer

QuerySignal Clock

After Re-power IP MODEM, The configure tool will make it enter configure state.

GlobalFaram DeviceManage

At the same time, the software will load current settings from IP MODEM and displays on the

right configure columns. It's now ready to configure.

Note: To enter configure state for 4G device may need more time. It is about 40 seconds.

3.3.3 Work Mode

3.3.3.1 App protocol

The IP Modem can be configured many communication protocols to adapt for different

applications.

Note: The tool will show the reference parameters according to the communication protocols

setting.

PROT

It uses TCP Protocol to send or receive data. In this mode, ID and phone number MUST be

set.

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
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Protocol Setting

Work Maode PROT - |

Device IN | | Fhone Ho. |

Character Escapes | - |

Device ID ID number for the device. 8 characters

Phone No. Phone number

Character This item is only valid when the Work Mode is PROT. If this item is set
Escapes to No, IP MODEM will transfer meaning to Oxfd and Oxfe. To know
detail transfer meaning method, please refer “IP MODEM Transfer
Meaning Explanation In the PROT work mode”. If this item is set to Yes,
all the

transmission is transparent.

DCTCP

This protocol is used in electric power field, with TCP protocol.

App Protocol

App Frotocol IIICTI:P | - |

Phone No. 13912345675 |

PhoneNo. ‘ Phone number

DCUDP

This protocol is used in electric power field, with UDP protocol

App Protocol

bpp Frotocol I]JCUIIP - |

Fhone No. 13912345678 |

PhoneNo. ‘ Phone number

TRNS
The device work as MODEM for sending/receiving SMS, CSD and GPRS dialing.

App Protocol

bpp Frotocal ITEHS - |

SMSCLI

17 /
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IP MODEM work as a SMS DTU. All data will send to binding phone number via SMS. The
SMS from the binding phone number will send to Serial port.

Protocol Setting

Work Mode SMSCLI - |

Fhone Fo 1=t Group | 12345578901

Fhone Fo Znd Group | 123468675901

Phone Fo 4th Group | 1234R6 73001

|
|
Fhone No 3rd Group | 12345675901 |
|
|

FPhone Ho Bth Group | 123455 78901

Show Phone Humber |]'[ide - | Hex To Text Disable - |
Send M5 Hex |"fe5 - |

Pone No 1st Group Bind phone number. Max phone number is 5 for one group
Pone No 2nd Group
Pone No 3rd Group
Pone No 4th Group
Pone No 5th Group

Show Phone Number If send phone number to serial port or not
Hex To Text If convert HEX data to ASCII data or not
Send SMS Hex If send SMS with Hex format or not
SMSSER

IP MODEM work as a SMS DTU. All the data paced with special format send to any phone
number. The SMS from phone number will send to serial port.

Protocol Setting

Work Made SMSSER - |
Show Phore Humber Hide - | Hex To Text Mizable - |
Send M5 Hex |"1’e5 - |

Show Phone Number If send phone number to serial port or not
Hex To Text If convert HEX data to ASCII data or not
Send SMS Hex If send data with Hex format or not

HTTP

When IP modem connected to the HTTP server address, serial port data will be packeted with
Http format and sent to server.

18 /
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Protocol Setting

$ork Mode HTTE - |
HITF Request Made: GET - |

GET '

Trigger Settim FOST

HTTP Request Mode ‘ Can select GET and POST Mode

MTCP/MRTU
IP MODEM will convert data from Modbus TCP to modbus RTU when recieve data from

server,also will convert data from Modbus RTU to Modbus TCP when sending data to server

via the serial port in device.

Protocol Setting

Work Mode MTCE/METU - |

Device ID |123466 | Fhone Ho. | 13912346678

Character Escapes |"fe5 - |

Device ID ID number for the device. 8 characters

Hex To Text If convert HEX data to ASCII data or not

Send SMS Hex This item is only valid when the Work Mode is PROT. If this item is

set to No, IP MODEM will transfer meaning to Oxfd and Oxfe. To
know detail transfer meaning method, please refer “IP MODEM

is set to Yes, all the transmission is transparent.

Transfer Meaning Explanation In the PROT work mode”. If this item

MQTT

IP MODEM will work as MQTT client,when configured and connected to MQTT server,it can

communicate with other MQTT client.(you can check the test guide in the appendix.)

Protocol Setting

Work Mode h[QTT - |

Client ID: |IamClientID

Tser Hame: | admin

Faszword: |paul],re=ah

Receive Topie: |IamRecT-:npi-:

Send Topie: |IamSendTu:-pic

FEY: |

Client ID ID of MQTT client,can be Configured to the required string

User name and The usename and password of server(if need)

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
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password

Receive Topic

It should be configured with the send topic of another client

Send Topic

It should be configured with the recieve topic of another client

Custom protocol: Client mode

It support TCP and UDP protocol with custom heart and login packet.

Protocol Setting

Work Made Custom - |

Device Mode tlient Mode - |

Frotoeol lTCP - |

RegizterHeartheat lEna]:-le - |

Data Format Text - |

Register Facket |

Register Reply |

Heartheat Facket |

Heartheat Replw |

Base Protocol

TCP or UDP

DeviceMode

Client Mode: the IP Modem work as a client.

Login&Heartbeat

Enable: custom login and heart packet
Disable: no login and heart packet. The flowing items can be
ignored.

Data Format

Text: the flowing items are Text format
Hex: the flowing items are Hex format

Login Packet

Login packet

Login Reply

Login packet respond

Heartbeat Packet

Heart packet

Heartbeat Reply

Heartbeat packet respond

Custom protocol: Server mode

It supports TCP and udp server.

Protocol Setting

Work Mode tustnm - |

Device Maode Server Mode |+ |

Frotocel TCP - |

Listen Fort 5001

Base Protocol

TCP or UDP

Listen Port

Listen port for service

3.3.3.2 Trigger mode

Normally, IP MODEM always keeps online and always be ready for data transmission. But in
some circumstances, it's important to reduce wireless data flow. To realize this function, the
20 /
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software can makes IP MODEM into sleep state in idle time. When there is application data to
transmit, IP MODEM can be triggered online ready for data transmission. There are total five
methods to make IP MODEM online.

AUTO
IP MODEM always keeps online

Trigger Settiny

Trigzer Twxpe |.|5;ut-:- - |

SMSD

Send a special short message to make IP MODEM online.

Any phone number’s SMS can wake up IP Modem, if the trigger number is empty. Otherwise
only the trigger phone number’s SMS can trigger the IP Modem.

Trigger Setting

Trigzer Type ISMSD - |

SMS Phone No. | |

SMS Password | |

SMS Phone No. Trigger phone number. If it is empty, sms received from any phone
no. can trigger the device

SMS Password The content of SMS to trigger. If it is empty, any content of sms can

trigger the device

CTRL

Make I[P MODEM online through a phone call to IP MODEM.

Any phone number call can wake up IP Modem, if the trigger number is empty. Otherwise only
the trigger phone number call can trigger the IP Modem.

Note: if the trigger phone was set, the sim card in IP Modem Must have “caller ID display”
function.

Trigger Setting

Trigger Type tTRL - |

CALL Fhone Ho. | |

CALL Phone No. ‘ Trigger phone number

DATA
Send special serial data to make IP MODEM online
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Trigger Setting

Trigger Twxpe l]:lﬁ;Tﬁ; - |

Data Triggzer On | don |

Trigger Port tDMl - |

Data Trigger off |dl:-ff |

Data Format Text | - |

Data Trigger On If it was empty, any data form serial can trigger the IP Modem. The
first frame data will be discarded because the IP modem was in deep
sleep state.

If it is not empty, only the data matching to the “online data” can
trigger the IP Modem.

Data Trigger Off If it was empty, the IP Modem kept online.

If it is not empty, only the data matching to the “offline data” can
made the IP Modem offline.

Trigger Port Set the trigger data source from PORT1 or PORT2

Data Format Format of the trigger data: Text or HEX

1/10: Sleep and Wake up
Made the IP Modem sleep or wake up via I/O level. If the I/O was in high level or suspend, the
IP Modem was sleep. Otherwise, It would trigger the IP Modem wake up.

Trigger Setting

Trigzer Type II_.'rEI | - |
I/0 type ISleepf'l'l'akeup | - |
I/0 Port I/01 | |

Sleep/Wakeup Made the IP Modem sleep or wake up depended on the I/O state
110 Set /O port to trigger the IP Modem to sleep or wake up
MIXD

The combination of SMSD, CTRL, DATA. IP MODEM will be online when meet one of these
three trigger methods.

Trigger Setting

Trigzer Type HI}{D - |

CALL Fhone Ho. | |

SMS Phone No. | |

Data Trigger On | don | Data Trigzer off ||:1|:|ff |

Trigger Fort tDHl - |
I/01 Control ALL - |
I/03 Control ALL - |

Data Format IText | - |
I/02 Control ALL | |

ZME Password | |
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CALL Phone No. Any phone number call can wake up IP Modem, if the trigger number
is empty. Otherwise only the trigger phone number call can trigger
the IP Modem.

SMS Phone No. Any phone number’s SMS can wake up IP Modem, if the trigger

number is empty. Otherwise only the trigger phone number’s SMS
can trigger the IP Modem.

Data Trigger On Online data

Data Trigger Off Offline data

Trigger Port Set the trigger data source from PORT1 or PORT2
Data Format Format of the trigger data: Text or HEX

3.3.3.3 Debug Level

Debug information is used to debug software when there is software problem.

Debug

Debug Lewel Il.evel 1 - | Debug Fort tDMl - |

Close: no debug information output
Debug Level Level 1: simple prompt information output
Level 2: detail debug information output

Port 1: debug info send to port 1
Debug Port Port 2: debug info send to port 2
485: debug info send to RS485

3.3.3.4 Clear Serial Buffer

When open “clearing Serial buffer” function, serial port data before connecting to the network
will not be sent to the center

Other

Clear Serial Buffer |open - |

3.4 Data Service Center Settings

Settings on this page are the parameters related to Data Service Center (DSC).

23/
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3.4.1 Data Service Center

IP MODEM support two Data Service Center methods to transmit data.

Main and Backup: IP MODEM always tries to connect with the Main DSC. If fails to connect
with Main DSC, it will connect with Backup DSC at once

Note: If no Backup DSC exists, please configure the Backup DSC same as Main DSC.

Multi Data Service Center:
IP MODEM can connect with at most five DSC at the same time. All the multi DSC can receive

the same application data .

Data Sexrvice Center Settings

Data Center Humber h ‘ vJ
Main Center |120.42.46.98 | Port [ 19000 |
Baclkup Center l l Port IBD l

Nain Backup Param

Reconmect Int. (3) |3 |

Conmect Retry Times |5 |

ﬂ“z:Ej':MEn Server |H.:. H::I:

Reconnect Int.(s) reconnect time interval in second
Connect Retry Times reconnect times
Back To Main Server This item is only valid when you set “Data Center Number” as

1. In this mode, IP MODEM will switch to backup center when
main center have problems. If this item is setto 1 , IP MODEM
will check whether the main center work fine timely. When it
detects the main server work fine, it will return back to the main
server at once.

If the Data Center Number is 0, there is no DSC working.

If the Data Center Number is 1, IP MODEM work in Main and Backup DSC method.

When “Data Center Number” is greater than 1, IP MODEM works in Multi Data Service Center
method. The back center is invalid. The IP Modem will connect to mulit Data Center and

transmit data.
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Data Service Center 5ettings

Data Center Humber F - |

Main Center [120.42.46.95 | Port [ 19000 |
Znd Center [120.42.45.95 | Port [19001 |
3rd Center [120.42.45.95 | Port [19002 |
4th Center |120.42.46.95 | Port | 19003 |
Sth Center [120.42.46.95 | Port [ 19004 |

3.4.2 Multi-Center Connection Check

This item is valid only when the “Data Center Number” is greater than 1.
When one of the configured data center lost connection, IP MODEM will try to reconnect after
the configured reconnect interval

Euil-Center Connection Param

Beconmect Int. (5] |3 |

Conmect Retry Times |5 |

Reconnect Int.(s) reconnect time interval in second

Connect Retry Times reconnect times

3.4.3 ICMP Link Check

ICMP link check send to server a icmp packet and wait reply to check the link status. If the
reply is lost, it means that the link may be broken.

ICHP Check
ICME Check Enable - |
De=t Address | | Check Interwal (=) |EU

Check Times |5 |

ICMP Check Enable or Disable

Dest Address The destination address of ICMP packet to send

Check Interval(s) The interval should not be too small. 60 is recommended(in second)
Check Times >= 3 times
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3.5 Serial port

IP MODEM support two individual serial ports, RS232 and RS485. All the three ports can
enter configuration state. The default parameters of the port with baudrate 115200, data
property 8N1

The data from the three port can bind to Data center.

E5232
BandRate (115200 - |
Check 2H1 - |
Mapping Center |.|5J_.L - |
E5485
BaudRate (115200 - |
Check SH1 - |
Mapping Center ﬁlL vl
baud: the baud rate of the PORT
1200 --- 1200 bps
2400 --- 2400 bps
RS232 4800 --- 4800 bps
9600 --- 9600 bps
14400 --- 14400 bps
19200 --- 19200 bps
38400 --- 38400 bps
56000 --- 56000 bps
57600 --- 57600 bps
115200 --- 115200 bps

Property: Databit, Parity, Stopbit
8N1 --- 8 Databit, No parity, 1 Stopbit
8E1 --- 8 Databit, Even parity, 1 Stopbit
801 --- 8 Databit, Odd parity, 1 Stopbit

Bind:
Center1: the data from the port send to center 1
Center2: the data from the port send to center 3
Center3: the data from the port send to center 3
Center4: the data from the port send to center 4
Centerb: the data from the port send to center 5
ALL: the data from the port send to all centers
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Close: send to none

RS485 Same as above

3.6 10 function

IP MODEM support 3 digital I/0 and 2 Analog input,can custom data string to query data or

trigger 10 state.

3.6.1 Digital /0

101

T/01: Toput |+ | Protosel Custom | v |
Port L [~
Report Type fuery | = | Command | |
Data Format Text | = |

High Leve1| | Low Levell |
1/01 Input:work as digital input port
Output:work as digital output port
Indication:will output low level when IP Modem connect data
center;output high level when disconnect from data center
Port support COM/GPRS/ SMS
Protocol Modbus:you can query or control IO status through modbus tcp
command
Custom:you can custom command to query 10 status
Report Type Query/Time/IO Trigger
Command Random string

Data Format

Text or Hex

High leve Status indicator string,when port is high level,will report it to DSC
Low level Status indicator string,when port is low level,will report it to DSC
102 Same as above

103 Same as above
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3.6.2 Analog Input

ADC]1 Setting
o —
ort FEE
AIC type froltage Y | v |

Top Limit |EI | Low Limit |0
ADC Disable or enable ADC
Port support COM/GPRS/ SMS
ADC type Electricity:support 4~20MA current input
Voltage:support 0~5V,can customize to support 10V/15V
Report Type Query/Time/lO Trigger
Top Limit Sensor measurement range upper limit
Low Limit Sensor measurement range lower limit
ADC2 Same as above
3.7 Dial
3.7.1 PPP Dial
PPF Dial
Di al¥o | #5994 | HueryNetMode | WCIMA |
AFH |3g;net| | UserHame | |

Pazzweord | | PFF Auth AUTO - |
net mode |.|5J.FI'|:| - |

DialNo Network Dial number
GPRS/WCDMA/LTE *Q9***1#., *99#. *98*1#
CDMA/EVDO H#177
APN Network APN
GPRS/WCDMA/ | cmnet. uninet
LTE
CDMA/EVDO empty
Network User name/password
Username/password GPRS/WCDMA/ | empty
LTE
CDMA/EVDO card/card
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PPP Auth AUTO,PAP and CHAP

QueryNetMode Search the network mode for the 4G network

Net Mode Net Mode
AUTO
EVDO
WCDMA
TD-SCDMA
CDMA
GSM

3.7.2 PPP Redial

PPP Re—dial
Re-dial Interval(s) |30 |

Dial Retry Times |2 |

Re-dial Interval(s) The interval between ppp dial in second
Dial Retry Times max times of ppp dial failure

3.7.3 DNS Parameters

When the DSC Internet access uses domain name, It's necessary to set DNS server resolving
the DSC domain name. When the Data Center Number is 1, Main and Backup Center DNS
Server is used to resolve the Main center and Backup center correspondingly.

DHS Setting
Main DHS [5.8.8.8 |

Baclup WS |5.8.5.3 |

Main DNS The DNS server IP address(must be IP address)
Backup DNS The DNS server IP address(must be IP address)
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3.8 Global Parameters

3.8.1 Data Frame Parameters

Data Frame 5Setting

Bytes Interval MS) |20 | TV | 1450 |

Bytes Interval(MS) The time interval used to determine whether the serial data frame
transmission has completed, IP MODEM will send the serial data to
the center when two bytes transmit time interval larger than this item
value.(in milliseconds)

MTU TCP Max packet length

3.8.2 Action for data send fail

When data send to server fail(there are not response from server),IP modem will take a failed
action after setting delay.

Action for Data Send Fail

Ee—=end Int. (M3) |1|:||:||:| | Fe—send Times | |
Failed Actien ID:i.EIl hzaln - |Del=a:,r Eefore hction |2|:I |
Re-send int The time interval if re-send fail
Re-Times The max times of sending data failure
Fail Action You can decide what action to take if sending data fail,including Dia

again ,reconnect,reboot.

Delay before action The time delay before Modem takes actions if sending data fail

3.8.3 Other Parameters

Others
SMS Centerl | Heartbeat Int. (=) |E||:I |
SMS Center The local SMS center number. It should set according to the local
operation.
Heartbeat Int.(s) Time interval sent heartbeat packet. (in second)
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3.9 Device Manage

3.9.1 Device Manage Center Parameters

The IP Modem send device status information to the Device Manage Center.
The information include network signal, network status, traffic flow and so on.
The Device Manage Center also query and configure the device parameters.

Dewvice Manage Setting

Dewice Manage lEnable - |

Dew ID For Manage | | Frotocol ITCP | - |

Service Addvess 12042 48.95 | Fort |44002 |
Device Manage Enable or Disable
Dev ID For Manage Device ID for manage center. 8 character
Protocol TCP or UDP
Service Address manage center server address
Port manage center server port

3.9.2 Manage by SMS

Configure the IP Modem by SMS

5H5 Nanage

M5 Configure tEnable - |

Configure Fasswerd |12345E| |

Manage Phone Ho | |

SMS Configure Enable or Disable

Configure Password | The password for SMS Configure

Manage Phone No. If it is empty, any number can configure the IP Modem Parameters.
Otherwise, only the “Administrator Number” can configure the IP
Modem Parameters.

31/

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
Web: www. yifanwireless. com Hotline: +86 592 6101492 Fax: 486 592 5222813




M240 V4 Series IP MODEM User Manual

3.10 Operation

Common operations

SIM Check Signal TimeSetting Log Factory Ver Info
FRezet IMET
SIM Check To check if simcard inserted or install ok?
Signal Inquery the signal strength of simcard network
Time Setting Synchronize local time
Log Read log information of IP Modem
Factory Factory the IP Modem’s parameters
Ver Info Query the version of IP Modem
Reset Reset modem to factory
IMEI Inquery IMEI of IP Modem
Factory Factory the IP Modem’s parameters
Ver Info Query the version of IP Modem
Reset Reset modem to factory
IMEI Inquery IMEI of IP Modem
32/
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Chapter 4 Application Case

4.1 Modem connect to data center

In this application, the client can communicate with the server side by cellular network.
IP modem configuration

Configure server IP and port:
Configure

Worlk Mode Data Center | Serial Fort IO | Dial  Global Faram Device M & -2

Data Service Center Settings

Data Center Humber |1 L |

Main Center |27.154.58.226 | Port 9136 |

Backup Center |27. 164.58.226 | Port 9136 |

Fill in the APN from your simcard provider:
Configure

Work Mode Data Center Serial Fort I/ | Dial | Global Param Device M & =2

PPF Dial

D1alHa |*99# | QueryHetMode | |

APH |3glet | UzerName | |

Pazzword | | PFF #uth |.|5JJT|:I - |
net mode AUTO - |

Repower modem,wait it connected to server.
SYSIE SlEnew
Press ‘s’ key continuously to enter configure program
dtu enters protocol mode
Now start at proc. Max AT Command RetryAt Proc Errort
| ddr :10.228.18.59Resoling server

name:27.154.58.226.
Connect to 0 27.154.58.226:9246 ..

m

Connected | =

Cabndida Cand Auun -

Then you can send data to test the communication between modem with data sever(here use
Netassit software to simulate data server)
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4.2 SMS to Configure Modem

You can send SMS to configure modem via mobile phone
Step one

Enable SMS Manage function in modem: set SMS sender's phone number, the password is
the one set in the modem.it can be digit or letter.

5H5 Nanage

SMS Configure Fnable | - ]

Configure Password |1234EE |

Manage Phone o 13395014335 |

Step two

Send SMS according to the following format:

The message starts with the symbol '<' and ends with '>' and is without 'AT+".

Example,AT command for the main center is AT+IPAD=120.42.46.98,and the corresponding
SMS

configuration should be IPAD=120.42.46.98. Add ‘reset’ at the end.

SMS format: <123456;IPAD=120.42.46.98;PORT=5007;reset>
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If set succesfully,you will receive a return SMS with Config OK:

<123456;IPAD=192.168.10.162;POR

T=42002;reset>

AT+IPAD=192.168.10.162:
Config ok
AT+PORT=42002:

Config ok

AT+reset:

Config ok

Detail AT command pls check in Appendix 2.

4.3 Update firmware via download tool

If you need upgarde firmware,pls contact Four-Faith sale or technical support to
get the download tool and lattest firmware file.

Download tool:

## DtuDownload.exe

Follow the steps to upgrade:

connect your laptop with modem via serial cable

choose the com and set correct baudrate, and find the firmware version you

save in

your laptop, then click download, as the following show:

#% DtuDownload : . - X

@0: [como ] w200 || s |
[T Boot [ {&F [T wBE

4 |D:\henry\EPF\F2x14_Standard_V5.3.5_20181108.bin |

click to download

112 frame choose the version you want

Finally,repower modem, you can see the download progress.
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iy DtuDownload — X

20: ICOMIG v| mﬁﬁ:lnszuu v| Sl |
[ Boot [ {&HF i =h
Tk I D:\henry\Blf%\F2x14_Standard_V5.3.5_20181108.bin L]

57 frame, 21 sec

]

When download is complete, you will find the cost time (21 sec).

4.4 Save modem logs

When using modem and meet any problems,you can save logs and send it to
Four-Faith technical support.

In order to get detail log information,you should set debug level to " level
2"first:

Contigure

|
Worlk Mode | Data Center | Serial Fort I/ Dial  =lobal Faram Device M & —3

Protocol Setting

Wark Made FROT | - |
Deviee ID | 123458 | Fhone No. 13912346673
Character Ezcapes |Ye5 | - |

Trigger Setting

Trigger Type |.|5.UT|:I | - |

Debug

Debug Level Level 2 - |I Debug Port COMIL | - |

Then you can reproduce the problem and save the log to us:
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Log information

Uze the extended AT commands to configwre the TP Modem -
Input “ATHLIST<er>” For help.

Four-Faith IF Modem CONFIGURE FROGEAM:

Use the extended AT commands to configure the TP Modem
Input “ATHLIST<er>” For help.

Four-Faith IF Modem CONFIGURE PROGRAM:

Use the extended AT commands to configzure the TP Modem
Input “ATHLIST<er>” For help.

v to enter configure program. [
Four-Faith IF Modem CONFIGURE PROGRAM:

Use the extended AT commands to configzure the TP Modem
Input “ATHLIST<er>” For help.

send out: ATHAHATD=1 2340675

1)1
SAVE SUCGESS

zend out: AT+HOHNTOMANA=] copy and save
1)1

SAVE SUCGESS
zend out: AT+ITIMAHATP=PT. 164 55 225

)4
SAVE SUCCESE
zend out: AT+ITUMARAFORT=20117

Uk
SAVR SNINNATE

4.5 Modbus Protocol for GPIO&ADC Acquisition

4.5.1 The Way of Cable Connection.

Analog input

a. Single-cable: Connect the analog output of the sensor to the analog input(I04/105) of M240 V4
directly.

b. Double-cable: Connect the positive of analog output of the sensor to the analog input(I04/105)
of M240 V4 , and connect the ground wire to GND(PIN2) of M240 V4.

Digital input

a. Low level input: Connect the input of contact switch to GND of M240 V4, and connect the output
of contact switch to the digital output of M240 V4(101/102/ 103).

b. High level input: Connect 3.3V voltage output to [01/I02/ 103, and connect the ground wire to
GND of M240 V4.
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4.5.2 Modem setting:
Illustration of Terminal Blocks.

101: Digital input/output 0---3.3V

102: Digital input/output 0---3.3V

103: Digital input/output 0---3.3V

104: Analog Current input (4—20mA)

105: Analog Current input (4—20mA)

Changes can be made in hardware to make 104/105 as voltage input(0-5V).

1O Ports configuration in

Configure MODBUS work mode as Network RTU and configure the MODBUS address.
| Other Setting | Scheduled Power On/Off Setting | ModBus Setting | Port Settin * | * |

ModBus work mode: }\letwork RTU v

ModBus address<1-247>: 1

Configure analog and digital quantity work mode.
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Scheduled Power On/Off Setting | ModBus Setting | Port Setting | SMS Setting * | * |

Analog quantity 1 work mode: One-time collection )
Analog quantity 2 work mode: One-time collection vA

Digital quantity 1 work mode: Input E

Digital quantity 2 work mode: -inptit v_

Digital quantity 3 work mode: v |
Disable
Input
Qutput

You can choose the protocol, and you also need set the query commands.
Modbus--you can use our modbus to query the value.
Custom---you can use the command of your own.

Set modbus address in Global param:

Work Mode Data Center Serial Port | I/0 Dial  Global Param | Device M & =2

Data Frame Setting

Bytes Interval (M3} |0 | TV | 1450

Action for Data Send Fail

Ee—send Int. (MS5) |1|:||:||:| | Fe—send Times | |

Failed Action l]]ial Again | - |]:|ela:,r Before Action |2|:| |

Others=s

IMS Center Heartheat Int. (s} |6|:I

NODBUOS
MODEUS HO |1
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4.5.3 The modbus command for M240 V4 10 :

Send Modbus command from the DSC to modem to read the IO value.

Configure 101, 102, 103 as digital input and 104, 105 as analog input.
When 101 is digital input,the register addr is OX20000 .
When 102 is digital input,the register addr is OX20001 .
When 103 is digital input,the register addr is 0X20002 .
When 104 is analog input,the register addr is 0X40000 .
When 105 is analog input,the register addr is 0X40001 .

The examples are below.

| Scheduled Power On/Off Setting | ModBus Setting | Port Setting | SMS Setting | * |

Analog quantity 1 work mode: One-time collection

4

Analog quantity 2 work mode: bne-time collection

4

Digital quantity 1 work mode: Input >
Digital quantity 2 work mode: inpui v
Digital quantity 3 work mode: Input v

To read 101 status(digital input)

Request: 01 02 00 00 00 01 B9 CA
Response:01 02 01 01 60 48 (101 is high level)
Response:01 02 01 00 A1 88 (101 is low level)

To read 102 status(digital input)

Request: 01 02 00 01 00 01 E8 0A
Response:01 02 01 01 60 48 (102 is high level)
Response:01 02 01 00 A1 88 (102 is low level)

To read 103 status(digital input)

Request: 01 02 00 02 00 01 18 0A
Response:01 02 01 01 60 48 (103 is high level)
Response:01 02 01 00 A1 88 (103 is low level)

Notes of the modbus commands. Take the command 01 02 00 02 00 01 18 0A for example.
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Modbus Functs . X
OCbus unetion Register addr. Register number CRC checksum
addr. code - -
01 02 00 02 00 01 18 0A
Response 01 02 01 01 60 48
Modbus Tunction )
bytes Register status CRC checksum
addr. code
01 02 01 01(high level) 60 48
01 02 01 00 (low level) Al 88

To read 104 value(analog input)

Request: 01 04 00 00 00 01 31 CA
Response:01 04 02 00 B8 B9 42 (current input 4mA)

Response:01 04 02 02 B9 79 E2 (current input 15mA)
Response:01 04 02 03 A3 F9 B9 (current input 20mA)

To read 105 value(analog input)

Request: 01 04 00 01 00 01 60 0A
Response:01 04 02 00 B8 B9 42 (current input 4mA)

Response:01 04 02 02 BD 78 21 (current input 15mA)
Response:01 04 02 03 A8 B8 7E (current input 20mA )

Notes of the modbus commands. Take the command 01 04 00 01 00 01 60 OA for example.

Modbus Function ] ]
Register addr. | Register number CRC checksum
addr. code
0l 04 00 01 00 01 60 0A
Response 01 04 02 00 B8 B9 42
Modbus Function Acquisition CRC
Bytes
addr. code value checksum
01 04 02 04 B B9 42

The acquisition value in HEX. You need to convert it to DEC and calculate with the formula

below.

Current type: 3.3/1023 *acquisition value/150 *1000= (mA)

Voltage type: 3

.3/1023 *acquisition value/12.1*20.16=

(V)

(The acquisition value should be converted to DEC)

Configure 101, 102, 103 as digital output.
When 101 is digital output,the register addr is OX50000 .
When 102 is digital output,the register addr is OX50001 .

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
Web: www. yifanwireless. com

Hotline: +86 592 6101492

Fax:

+86 592 5222813
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When 103 is digital output,the register addr is OX50002 .

Below are the examples.

To set IO1 high/low level(digital output)

Request: 01 05 00 00 FF 00 8C 3A (to set high level)
Response:01 05 00 00 FF 00 8C 3A

Request: 01 05 00 00 00 00 CD CA (to set low level)
Response:01 05 00 00 00 00 CD CA

To set 102 high/low level(digital output)

Request: 01 05 00 01 FF 00 DD FA (to set high level)
Response:01 05 00 01 FF 00 DD FA

Request: 01 05 00 01 00 00 9C 0A (to set low level)
Response:01 05 00 01 00 00 9C 0A

To set 103 high/low level(digital output)

Request: 01 05 00 02 FF 00 2D FA (to set high level)
Response:01 05 00 02 FF 00 2D FA

Request: 01 05 00 02 00 00 6C 0A (to set low level)
Response:01 05 00 02 00 00 6C 0A

Notes of the modbus commands. Take the commmand 01 05 00 00 FF 00 8C 3A for example.

Modbus Function _ Set high/low .
Register addr. CRC checksum
addr. code level
FF 00 8C 3A
01 05 00 00 3
00 00 CD CA

4.6 MQTT Test

Modem can work as MQTT client.you need set work mode in MQTT,Client ID can
be configured to the required string,username and password are from the MQTT
server (some servers dont need). Receive topic is the Send topic in another
MQTT client, Send topic is the Receive topic in another MQTT client,as shown in

the figure:

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
Web: www. yifanwireless. com Hotline: +86 592 6101492 Fax: 486 592 5222813
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Configure

Work Mode | Data Center Serial Port I/ Dial  3lobal Param Device M & —2

Protocol Setting
Work Mode MQTT | - ]

Client ID: | TamClientId

User Hame: | admin

Pazsword: |paul}real'm

Receive Topico: |I=amRe-:Tu:-pic

Send Topic: |I=amSendTl:-1:-ic

KEY: |

You can download MQTTBox as another client, parametersconfiguration as the
following:

- L - — — - - —_—
MOTTBox Edit Help
= Menu 4 MOTT CLIENT SETTINGS € Client Settings Help
MaTT Client Nams MQTT Chent Id Append timestamp o MOTT client 1?7 Broker is MQTT v3.1.1 compliant?
paulyeahn_id o Mo # Yes
Pratacal Hast Clean Session? AUts connest on app launch?
mge ! ep v 192.168.9.180: 5658 & Yes Mo
Usemanme Password Reschedule Pings? Quele outgoing Q0% Zero messages?
e || s=eerewas Mo No
Reconnect Penod |milliseconds) Connect Timeout {milliseconds) HeepAlve [seconds)
1000 30000 10
Wil - Tepic Wil - QoS Wl - Retain Wl - Payloag
HRsatopic 0 - Aimost Once v Mo
=

Clients will connect to MQTT server if parameters are configured correctly,you
can send data to test communication from MQTT Box:

The send topic of the MQTTBOX is set to the Receive topic of the terminal, and
the Receive topic is set to the send topic of the modem, and data can be sent to
each other at this time. As shown below:
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ik S5COM v5.13.1 S0/ FlmERRiRitE fem ot T T, 26180580 qq.com. | :
: - = - i MQTTBox
|\!FliEl =R B HE SFEER B PCEITIERESR ? r
tye TanSandlopic MQTTBax Edit Help
6 4ar 30 84:30080-5120. 2. 8, 90:5058] FSH, ACK]Suq=0584 Acke14BSOCTOH 5229 Lo
. 44. 3054 120, 42. 46,98 Ll - =
“ - 1 =Menu - CDIIIEI:IECI ® Add publisher @ Add subscriber o
[78:45: 15, 441 7=~ (1033511 [10. 44. 30, 54- 3884120, 42. 46, 56: 56581 [FSH, ACK]Saq=11 |
rr lad a 111 - mgtt://192.168.9,180: 5658
b ack x
10, 44, 30, 54: 332662120, 42, 45, 9956581 [ACK]Seqm8525 Ack=114B9007 wnd=SE5 len= Topic to publish “
6 1n 13:1 =0 |
}ﬁv—Q 3 fi lamRec Topic
HERE L M 4 |===zsandzzzzs . —
data Lo nll 131 4
L wart dat ﬂ! it
f:g TuaSundTop Qo3
acks Lan=31
T10. 86, 30 54:33088-3120, 42, 45, 985651 [PSM, ACKISwq=5625 Ack=1 14BS00TS8 ¥nd=5225 Lesl| 1- Atleast Once v qos 1 retain  false, emd . publish, dup - false. t
opie | lamSenaTopic. messageld | 32843, length
. . “ . -
109:45:20, TBAIe—$10:39:551010. 4. 30.54: 0120, 42. 46 96: 8501 FSH, KIS 1l 29, Raw payload * 61616161115101110100616
l:;boz 00 3 [ Retain 1816951
ad
N Payload e
{if09:45:21. 0L @ 110, 44, 30. 54: 33286120 42. 48 99 :5650] [ACK]SeqeB058 Ack=114800011 ay Typ
[03:45: 36, 43214 [20-34: 11 W CT s o r.m 0 antonaintd Il XML v
e =9 ATt A ik Strings { JSOM / XML / Characters .
1:3 12TisBegst e.g: Phello” 'world’}
[09:45: 40, GET1 =~ [10:34: 161110, 44 30. 54390120, 2. 46.96: S6S@ ] L, ACRISeqs 11|
| |client 0 recy Len 24 Payload
15 00 0B 4% Bl £1 52 £5 53 54 6F T0 0., TanBecTop
gut publiz: TwecTopic, data len 8 —
132 33 34 35 36 57 50 30 1123456780 123456790
[DutaToCon lem 9 mask OnT
123456T30[10. 44 3054388 C-120. 42 6. 56 5068] [PSH, ACK]Say=114BE00G Ack=b0568 wadll
010 86,30 54:25080 D120, 2. <6, 30: SEAR ARS8 Al LOBSO0EED) ST Laa=d
dant o
[30 16 00 0B 19 El BD 52 &5 &3 54 6F TD |U...I-Iacl'o'
g2t publiz: TaskecTopic, data lon 8
132 33 34 35 3 37 30 W |1z3¢56790
ataTalon len § mask 0T
1234587 Fublish

_#mEn | 15z

o o e rasssersn
@ xmmo | 4 p Topic, qos:1,
I' RT3  DIR EH%: 15200 ﬂ = 4~

T s
|§ THRIBFEERR

BSOS, 13,11 XT-Thran Sk HIEEIE IRMERIEFHRT RS AR sy | 2570

4.7 MTCP/MRTU

When modem work in MTCP/MRTU mode,can support converting data from
modbus RTU to modbus TCP. This working mode is based on PROT
mode(transparent transmission)

Configure

Work Mode | Data Center Serial Port  I/M Dial  Global Param Device M & —2

Protocol Setting

Work Hu:u:lni CFMETU - I

Devies ID | 123458 | Phone Ho. |13912345675

Character Ezcapes ['fes | v]

Modbus RTU frame format:

Error Check

Slave ID:
1 bytes, used to identify modbus frame transmitted on the TCP/IP stack
Function Code: 1 bytes, coding range 1-255

Data:
44 /
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N*1 bytes, length and content are determined by the type of Function code

Error Check:
2 bytes, CRC check, used to check whether the received data is correct.

Modbus TCP frame format:

- Modbus TCP/IP ADU -

MBAP Header:
7 bytes, Modbus application protocol header. used to identify the modbus
frame transmitted on the TCP/IP stack.

Function Code:
1 bytes, coding range 1-255
Data: N*1 bytes, based on the types of the function code.

MBAP Header:

- Modbus MBAP Header >

Transaction ID:2 bytes, Modbus request/respond transaction identifier.
Protocol ID:2 bytes,0=Modbus protocol

Length: follow-up bytes, include Unit ID and data field

Unit ID:1 bytes, the ID of remote slave station

Example 1:
Modbus TCP(Data Center send to modem):
00 01 00 00 00 |98 01 04 00 00 00 01 (06 length, 01 is modbus address, 04 is
function code, 00 00 00 01 is the register start address 2 bytes + the number of
registers 2 bytes)
Modbus RTU(recieve in serial port of modem):
01 04 00 00 00 01 31 CA (31 CAis CRC code)
Response data from serial:
01 04 02 00 B8 B9 42 (02 is length, 00 B8 is data)
Data center will recieve modbus TCP data:
00 01 00 00 0088 01 04 02 00 B8 (05 is data length)
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Example 2:

Data center send: 00 01 00 00 00 . 01 04 00080001
Dispaly in serial: 01 04 0008 00 01 BO 08

Response in serial: 01 04 04 00 08 00 B8 7A 34

Data center recieve: 00 01 00 00 00 07 01 04 04 00 08 00 B8

The communication test as the below picture:

LU U WU UL LU L WD S UL L UL [ = - -
Da l sk 0¥ [ fonitpiRn [200E-11-08 10:15.59: 1T FE

TnCn lez B nma:
04040 I Frite modbur data I wEERET [Receive from 117,132 192 242 © 107453 ¢
ot ':"'U" 00 00 01 31 CA bt Bt BERD [20l6-11-08 10:15°55 6150 TE 56 34 1231 B W H R B H B B W B
(101746 364 )it [10. 141 155, 83 35005-120, 42 48 96 5850) [ACK)S eq8530 A< 00 Ok 54 T3 FE 00
I I \ E o [20LE-11-08 10:16-01-275) 00 Ol 00 00 00 0& O 04 00 00 00 01
L10-17:46. 748 5 O Bl .
[10:17:47 ?M]E-‘—glll DB:Z2]gat time eutiret O CRacaive from 117, 102, 195. 209 - 22964 ] ¢

ingaTocon 1005 ek O [20UB-11-08 10:17-42-383 7 78 56 34 12 31 33 33 31 12 30 34 %5 3% W W
40001 Brite aodbus date 00 O B0 C3 56 00
oL 04 00 00 00 01 31 CA b [2018-11-08 10:17 43 miuo 01 00 D0 00 05 01 04 02 00 15

/

l|@ zmmn|e % BERE || mhe | ) G =]
I” r1s P DR R 115200 § el
ATEREEESCN | o ERE 10 & o 00 00 oo [l 01 04 00 00 00 01 | .
i R AR :::;] igEn RIS i
CHEEEscms 13 1] KET-Thr eaddh S PERTF R WA R IREHE(E R AED
we.dmsacom [536 RADEZE  |COMS CATHF 115200bps,8,1,Nond| 19 ik iR 02308 | - coom EfHE .

4.8 HTTP Protocol Test

Modem can work in HTTP mode,HTTP Request Mode you can choose GET or
POST.as the following setting.
You need configure data center address before test.

46 /

Add: Floor 14,A06 building, No.370,Chengyi Street, Jimei District, Xiamen, China.
Web: www. yifanwireless. com Hotline: +86 592 6101492 Fax: 486 592 5222813



M240 V4 Series IP MODEM User Manual

Serial Configure

Work Mode | Data Center Serial Port I/ Dial Global Parem Device M & =3

Com [TI BaudRate m
Protocol Setting
Check cl
e EI ose ¥ork Mode HITP -
HITP Request Mode: GET -
Other GET
Trigger Settinp FOST
Language English = Clear Trigger Type AUTO =
Log information
Debug
smz Fhonel Ho -
sms FhoneZ No. Debug Level Level 2 - Debug Port COMI -
=mz Phome3 Ho.
sms Fhomed Ne
sms FhoneS No Other

zms hex: 0
sms backup Function:0

Show Phone ¥0:0 Clear Serial Buffer jclose =

Encode Hex SMS:0

Dtu No Receive Time:0
Grps disconnet To Trigger Mode: 0
Bind Server’ s Fort:0
IS password: 123456
25 ID: abedefge
Enable UDF Log: 0
net mode: O

WITF Request Mode: 1
MQTT Client Id:

MOTT User Hame

MOTT Password:

MQTT Receive Topic:
MQTT Send Topic:

MQTT Product Key
Clear Serial Buf: 0
Dev SH:

Device Type: F2x16

0K v Quit Save LoadFaram Restore Backup

POST mode:

If Modem dial successfully and connected to http server, Serial data will be
packaged with HTTP format then sent to the server.

HTTP data:

POST HITP/1.1

Host: 120. 42. 46. 98:5650

User—Agent: Go—-http-client/1.1

Content—Length: 9

Content-Type: application/json

6666666

After sending data,modem should recieve response within 5 second,respond
format as:
HTTP/1.1 200

OK

When modem recieve data,will transfer application data(OK) to serial port,as
the following figure show:
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T s e 192,000, 3 05U |[|Centunt=Langth: 0
Connect to 12042 46 S5 5450 (3 TR0 Comtent-Type: applicaiionjzen
[10. 5. LBZ, 162: BAOR4- 3120, 42, 48,94 :5E50] [EYH]Sag=RS00 Ack=0 wnd=£144 len=0 :
il

[20:58:54. 115 ]Ij1+—4 [21 4T: 28] [10. 5, Lee. 162: BADAA-120. 42. 46. 9656507 [STH, ALE]S
wnain Len 4, tep lan B4, tophir len — [Xecsive Erem 117 132 161 76 ; BMTS] ¢
o2 04 05 S0 |...x W HEFF [E008-11-07 20:58:43:043 FOST  MTTE/L L
g:{%:‘: E = Mext:© 120 42 46 S8 5550
05 50 |.E RERR Vrer-hgent: Go-hitp-cliestfl, 1
[10. 5 Lé, 162 E404d-21E0, 42 46 98 SEE0] [PEH, ACK]Saq=BE00 AekeET 13650014 wndmil 4] g " Comtant-Longth: 0

- . Contunt-Type ieation jon
e ~ BTl yoe skt

[20:56: 55, 807 |-+ [20 47 :27] [10.5. 162, 152: BAMA<-120. 42, 46 565850 [ACK]Sege2]
[ s L 2
[20:58: 55, TSEIM—#[Z1 47:261010.5. 162, 152 B4D44<-120. 42, 46 56 SSS01FSH, ACFI5| | — mmeivm T [Rucaive Brow 117,132, 101,76 ; 630627 1
(20:56:55. 9641+ [10.5. 162, 162 /64D4-120. 42.46. 56: SO MK Sensetd he2T| | ovonie e o [i0n8-11-07 20: 56551847 BT HTTRAA 1

Kest: 120 42, 46 685550
[20'52'5? QI:I].HSI*;.[EI. 4T: 2901 [10.5. 162, 162; BAD44-4-120, 42, 96 %8 55501 [FSH, ACK]S| u“:_‘!“t. Guhttg=clientfl, 1
recy htip reply o

Comtunt=Longth: §
Content-Type: applicationjxon

[ === ]

wcw body:8
R N e e ) B 11 |]'Illll11
DataTCon tu 8 mask D=7

11111111

[20:56. 5T 486 )i+ [L0. 5. 162 162 /6044~ 2120 42 48. 96: 5850 ] [ACK ey
[20:58: 58 13[?]1&-'—0[& AT a
sys_sbor_free, pF: (LEEEGS0C, £

{1075 162, 162, BAD44- 2120, 42, i 5850] lml ACK]249=BEAY Ack=2T13650638 wnd=Uhg
[20:59: 00, STEII1+—# [21-4T: 331 [10.5. 162, 152: BAD44-120. 42, 46 58-5550] [ACK]@

#E@O | 1 E Eid
OIS [OWs T-TEE SE-teSerial © = | [ ERET  {FEE0E : i isg | M1 Connections -

@ ineo|¢ T e S - EEER ’T“ WITESL 1 200 -
I~ TS W TR B 115 p[[FEEEEE AN R * ik
T Wi Wasco \_I SRERRREH S

(B RS L B |k - zosa | Bl s BT
(ﬂﬂw 13.13 *n-m--awwmmmmnm e i e

GET mode:

HTTP data:

GET 6666666 HTTP/1. 1

Host: 120. 42. 46. 98:5650
User—Agent: Go-http-client/1.1

If data send to server successfully, modem aslo will recieve”ok” in serail port,as
the following figure show:

LU LUDL T S0 DL 1 7L RE. WD B0 00U LTIM, Keh)SE-00UE ACE-SW0DL00 10T VOASTLIYY Len- 1Y _ - — A e imwl o wamwwa w

send 19 I ¥EsHEkET [ 06:59:37:753] GET GEASEAAWIDHIA WTTE/1 1
Eg. . o = [Host: 120 42. 46. 865650

[0 59: 50. 032 [y [0%:45:24] [10. 108, T7. 238 53027<-120. 42. 46. 93: 55501 [PSH, MCE]Seqm2485261 160 Aok | (F380EE FRETT

ser-Agent: Go-hitp-client/l. 1
[08:55: 50 239N+~ [09-48-261[10 108, 77, £I5-SI027=7120. 42. 48, &9 GACOILACK]Saq=5000 Ack=2480281200

[08:58:51. 213 M+ [09:46:26] [10. 106. T7. 239:53027<-120. 42. 46. 98 5550] [PSH, ACE]SeqrZ485261203 hekeg [Receive £ron 223 104 255.204 - B1206] :

rece http reply ok L2018-11-08 08-59:44:1291 GET BEGSESSNDN0A HTTES1 1
5:‘;lb;dy§e 3131 31 31 [[SREEREEY flest: 120.42. 46, 96:5850 s
1 31 1 — -] —
MataToCon len B mack OuT Uzer—hgent: Go-http-client/1.1
LLILLILL[LO. 108, T7. 230: 53087~ ¥120. 42, 46. 96:5650] [ACK]Seq=6569 Ack=2485091213 wnd=6120 Len=0
.[m 59:52_ 225 Y+ [09- 4627 ]k x EEERS [Recaive Erom 223. 104 255,204 B
158 - tip reev o "
ys mbex free, pF: (LEEERI0e, 0), pQ:1EEFIELO - EmYHHER [2013-11-08 065949447 ] GET| 68668648 MTTE/L. L
[107108. 77, 2309 :530€T->120. 42. 86, 96:5650] [FIN, ACK]Se576508 Ack-CABS2BIZII wnd6120 len=0 _ Host: 120. 42. 46.96:5850
[ BahEEnth rar—Agant: Go-http-eliemt/l.1
[08:59:54. GT0JMr+— 4 (09 46291 (10 106, 77, 299 53027 <-120. 42. 4. 90 SAS01[ACK]Suq=24B6201 213 AcketSE8 | | = oo pmcpopn
™ fibrmEE b

w0 | e o GART A EA ﬁmj OSBRSS de | A Comeetions -
OIS [cos T-TER USh-vo-Sarial © = EXRT  fpresiE [T Wﬂﬁ?&#

i [20 ns

I ki e
i]—qrra E[FE ~|

BERR 100 B o oo -

TP RS _ o RE
LERERAER)

Lo Stk EE 208 | H om0 Eigis]
g e |

@ xmmn|¢  ES&09E|S mHAwesneT.

r F|'IS ¥ DTR ?&ﬁ-z 115200 |v|[ssestes |

If no data is sent, modem will send an HTTP request packet according to configured interval. The
format is the previous format, but the application data is missing. Such as:

GET HTTP/1.1

Host: 120. 42. 46. 98:5650

User—Agent: Go—http—client/1.1

4.9 Clear Serial Buffer

If enable Clear Serial Buffer function,the serial data will be cleared until modem
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connect to data ceneter.

Configure

Worl Mode | Data Center Serial Fort I/ Dial | Global Faram Device M & =2

Protocol Setting

Work Mode MICE/METY - |

Device ID |123456 | Fhone Ho. |13912345673

Character Escapes |"1’e5 - |

Trigger Setting

Trigzer Type |.|5J.FI'|:I - |

Debug

Debug Level I]..evel 2 - | Debug Port tl:[h{l - |

Other

Clear Serial Euffer |-:-pen - |
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Appendix 1

The following steps describe how to make IP MODEM enter configure state with
the Windows XP Hyper Terminal.

1. Press “Start”>"”Programs”—>"Accessories”>"Communications”>"Hyper
Terminal”

Connection Description

Enter a hame and choose an icon for the connection:

MHame:
ff |

lzor:

I Ok, H Cancel ]

2. Input connection name, choose “OK"”

3. Choose the correct COM port which connect to IP MODEM, choose “"OK”

Connect To

E nter detailz for the phone number that you want to dial:

Country/region:

Area code: I:l

Phone number: | |

Connect uging: | COM1 W |

I 1]4 H Cancel ]
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4. Configure the serial port parameters as following, choose “OK”

Bits per second: 115200
Data bits: 8

Parity: None

Stop bits: 1

Flow control: None

COM1 Properties

Part Settings |
Bitz per second: |'I152IZID v|
Drata bits: |8 v|
Parity: |N|:une v|
smpmm:h v|
Flaw controk | v|
0k ] [ Cancel l l Apply ]

5. Complete Hyper Terminal operation, It runs as following

“& ff - HyperTerminal
File Edit Wiew Call Transfer Help

b= & DB &

Connected 0:00:06 Auto detect Auto detect UM
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6. Re-power IP MODEM, put mouse focus on the Hyper Terminal and press
“s” key continuously until IP MODEM enter configure state as following

“& ff - HyperTerminal
File Edit view Cal Transfer Help

System started!

Press 's’ key continuously to enter configure program.
Four-Faith DTU COMFIGURE PROGRAM:

Use the extended AT commands to configure the DTU
Input "AT+LIST<cr>™ For help.

Connected 0:00:46 Auto detect 115200 8-N-1 NUM

7. IP MODEM has entered configure state, you can configure the parameters
through AT command.
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Appendix 2

AT command for DTU setting:

AT+APN=<apn> Set Access Point Name

AT+CENT=<center no.> Set Center call number
AT+USERNAME=<user id> Set PPP Authentication User

Id

AT+PASSWORD=<password> Set PPP Authentication

Password

AT+SVRCNT=< Total Servers> Set Total Servers

AT+IPAD=<Server's Ip Address> Set Server's Ip or Domain
AT+IPADNn=<Aux Server's Ip Address(n=1,2..4)> Set Other Server's Ip or
Domain

AT+PORT=< Server's Port> Set Main Server's Port
AT+PORTn=<Other Server's Port(n=1,2...4)> Set Other Server's Port
AT+IPSEC=<Secondary Server's Ip Addr.> Set Secondary Server's Ip
AT+PTSEC=<Secondary Server's Port> Set Secondary Server's Port
AT+IDNT=<8-digit Hex ID No.> Set modem's ID number
AT+MODE=<Work mode> Set Work mode

AT+DEBUG=0/1/2 Set modem's debug level

AT+POLLTIME=<Poll time seconds.> Set heartbeat poll time .
AT+DNSSVR=<Dns Server's Ip.> Set Dns Server's Ip.
AT+DNSSV2=<Second Dns Server's Ip.> Set Second Dns Server's Ip.
AT+DNSSVRn=<Dns(n) Server's Ip.> Set Dns(n) Server's Ip.
AT+TCPACT=<Tcp Conn Act Poll Seconds> Set Tcp Connection Act Poll
Seconds.

AT+CTRLNO=<Control Phone No.> Set Control Phone No.
AT+SMSDPSWD=<Smsd pasword.> Set Sms Daemon

Password.

AT+STRAIGHT=0/1 Set deliver server's data

directly.

AT+QUIT Quit the at command config

program.

AT+RESET Reset the system.

AT+FACTORY Load the factory setting.

AT+VER Check SoftWare Version.

AT+IPR Set Serial Port Baudrate.

AT+CONNRGST Set Custom Register info

AT+LINKRGST Set Custom Keep OnLine info
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